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Introduction....

The Warren-Morrison knife gate valve has been designed to be versatile, to cater for a diverse
range of process industry applications, the primary application being fluid and suspensions up
to 5%. The WMKGYV is also employed in other common applications such as sludge, slurry,
waste water, pulp, recycled pulp and in some types of food etc.

The WMKGYV valve is constructed from a single or twin section body, materials of body
construction are currently available in stainless steel, nodular or cast iron, the gate material is
always of a premium quality stainless steel.

Thanks to the versatility of the WMKGV valve, it has been possible to offer many alternative
drive options, from manual with a convenient speed knob for faster operation, pneumatic and
electric operation. Also available are telemetry systems that provide signal feed back through
limit switches. It is also possible to utilise the WMKGYV as a control valve.

Qualifications....

The Warren-Morrison knife gate valve is designed, manufactured, inspected and tested in
accordance with the European Pressure Equipment Directive PED97/23/EC
Category Il module A1 and is consequently CE marked.

The WMKGV is also available as an ATEX approved design in accordance with ATEX
94/9/EC 11 CAT 2 Zone 1.21 Please contact Warren-Morrison Valves for further information

on this classification.

Size range....

The current available sizes of the WMKGYV valve are DN 50mm through to
DN 1000 mm.



Pressure tests

Pressure tests are performed with water at 20°C according to ISO 5208 meaning:
1,5 x maximum working pressure for open valve — shell test
1,1 x maximum differential pressure for closed valve — obturator tightness test

Leakage rate
For soft sealed valves rate A according to ISO 5208 — no visible leakage for the duration of the test

TAPPI TIS 405-8, MSS SP-81

Materials — corresponding foreign materials

Sweden Germany USA England Japan

WMV Typeof g W.Nr. |DIN ASTM AISl [UNs  |Bs Jis
standard material
A2 Stainless SS 2333 W1.4301 |X5CrNi18 M 10 304 S30400 [304S15 SUS 304
AISI 304 Stainless AISI 304 W1.4301 |X5CrNi18 M 10 304 S30400 |304S15 SUS 304
EN AW-6063-T6 [Aluminium EN AW-6063-T6 AIMgSi 0,5 AA 6063
GG 25 Cast iron SS 01 25-00 0.6025 GG 25 A48 No 40 B Grade 260 FC 250
GGG 50 Nodular iron |SS 0727 0.7050 GGG 50 Grade 500/7 |FCD 500
SS 01 20-00 Cast iron SS 0120-00 0.6020 GG 20 A 48 No 30 B Grade 220 FC 200
SS 1312 Carbon steel [SS 1312 RSt 37-2 A 36 40B
SS 2303-03 Stainless SS 2303-03 W1.4021 |X20Cr13 420 S42010 |420S37 SUS 420J1
SS 2320-02 Stainless SS 2320-02 W1.4016 |X6Cr17 430 S43000 [430S17 SUS 430
SS 2333-02 Stainless SS 2333-02 W1.4301 |X5CrNi18 M 10 304 S30400 |[304S15 SUS 304
SS 2343-12 Stainless SS 2343-12 W1.4408 |G-X6CrNiMo 18 10 |A 743-91 CF-8M 316 C 16 SCS 14
SS 2343-28 Stainless SS 2343-28 W1.4436 |X3CrNiMo17 13 3 |A 240, Type 316 Gr 316 S 33
SS 2346-02 Stainless SS 2346-02 W1.4305 |X10CrNiS 18-9 303 303531 SUS303
SS 2347-02 Stainless SS 2347-02 W1.4401 |X5CrNiMo17 12 2 316 S31600 [316S31 SUS 316
SS 2383-02 Stainless SS 2383-02 W1.4104 |X12Crm0OS17 430 F |S43020 430 F
SS 5170-00 Brass SS 5170-00 CuZn39Pb3 C 36000 Cz 121
S8-2377-02 Stainless SS 2377-02 W1.4462 |X2CrNiMoN22 5 3 S31803 [318S13
W1.4408 Stainless W1.4408 W1.4408 |G-X6CrNiMo 18 10 |A 743-91 CF-8M 316 C 16 SCS 14

All specifications subject to change without notice.
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Main dimensions
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Dimensions (mm)

DN 50 65 80 100 125 150 200 250 300 350 400 450
A 52 64 79 103 128 153 202 250 302 332 380 428
B 41 41 51 51 56 60 60 69 78 78 89 89
C 91 107 124 154 179 204 267 320 374 419 479 535
D 80 80 80 80 80 80 145 145 145 175 175 200
E 200 200 200 200 250 250 315 315 315 400 400 520
F 56 65 88 102 116 130 160 192 230 210 245 280
G 360 380 405 453 495 550 694 779 879 993 1083 1180
H 475 495 545 593 685 740 1017 1102 1252 1415 1555 1680
J 116 130 135 155 178 205 268 320 375 420 490 560
K 620 650 690 765 830 910 1115 1250 1400 1550 1690 1820
L 230 250 275 323 365 420 555 640 740 820 910 990

DN 500 600 700 750 800 900 1000
A 470 560 665 710 760 855 950
B 114 114 118 118 118 118 150
C 580 680 800 860 900 1010 1110
D 250 260 310 305 310 320 320
E 520 635 635 635 635 635 635
F 313 370 390 490 490 580 640
G 1315 1540 1750 1880 1970 2220 2400
H 1865 2355 2513 2900 3030 3380 3670
J 625 740 865 930 985 1160 1280
K 2010 2340 2650 2830 2970 3340 3630
L 1127 1352 1565 1635 1780 1985 2215

Actuator EM is rotated 45° for DN 50-150.
Weight, valve incl. hand wheel (HW)
DN 50 65 80 100 125 150 200 250 300 350 400 450
| kg 7 7 8 10 13 15 31 40 55 90 120 180

DN 500 600 700 750 800 900 1000

kg 245 340 460 700 540 900 1500
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